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Notices Information

Copyright
Copyright © 2005 - 2018 Nanjing Hanlong Technology CO., LTD. All rights reserved.

Nanjing Hanlong Technology Co., LTD. owns all the rights to modify and copy this
document at any time. And all the illustrations and text in this document are copyright
protected. Therefore, no parts of this document may be used or reproduced, transmitted
by the third parties for any purposes without the express written permission of Nanjing
Hanlong Technology CO., LTD.

When this document is made available on www.htek.com , Nanjing Hanlong Technology
Co., LTD. gives its right to download and print copies of this content only for private use as
a user manual. No parts shall have the right to alter, modify or use as commercial means
without prior written permission from Nanjing Hanlong Technology Co., LTD.

Safety Instructions

To use the Phone, please follow the instructions in this user manual.

Use the power adapter supplied with your phone. Other power adapters may damage
the phone.

This phone is only for indoor use. And also avoid in high humidity, water and some
other liquids.

Do not use the phone during thunderstorms.

CE

FCC

WEEE Warning

To avoid the potential effects on the environment and human health as a
result of the presence of hazardous substances in electrical and electronic
equipment, end users of electrical and electronic equipment should
understand the meaning of the crossed-out wheeled bin symbol. Do not
dispose of WEEE as unsorted municipal waste and have to collect such
WEEE separately.

Cleaning

To clean the device, use an anti-static cloth. Please avoid cleaning liquids as they might
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damage the surface or internal electronics of the phone.

FCC Statement

1. This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:
(1) This device may not cause harmful interference.
(2) This device must accept any interference received, including interference that may
cause undesired operation.
2. Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation.
This equipment generates uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference to
radio communications. However, there is no guarantee that interference will not occur in a
particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the
user is encouraged to try to correct the interference by one or more of the following
measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.

Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

Consult the dealer or an experienced radio/TV technician for help.

*RF warning for Mobile device:

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance
20cm between the radiator & your body.
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Summary of changes

This section describes the changes to this user manual for each release and user manual
version.

Change for Release x.0.4.4.27,Manual version x.0.4.4.27

Major updates have occurred to the following sections:
UC924E supports 12 accounts

Change for Release x.0.4.4.12,Manual version x.0.4.4.12

Major updates have occurred to the following sections:
BT Feature
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Packing List

The package contains the following parts, please check if all the items are not missed:
1. The phone device

(T T 22223 |

2. The footstand
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3. Handset

CEOEO

4. Headset cord
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5. Power adapter

]

6. Ethernet cable

7. Quick installation reference
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Phone Installation

1. Attach the Foot stand

11
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2. Connect the Handset and optional Headset

T

3
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3. Connect the Network and Power

12
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Initialization

After your phone has been powered up, the system boots up and performs the following
steps:

Automatic Phone Initialization

The phone finishes the initialization process by loading the saved configuration. The
phone LCD screenwill d i Bpotingdy

w———B0o0tiNC

And thenshowfini t i ali zing Aduring the initialization.

—lnitializii

The IP Phone will upgrade the firmware if there is a new firmware on your server. And the
IP Phone will show iiCheck firmware, please waitgé oafter initialization.

13
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—zheck firmware

Please walt. ..

Then IP Phone will show Reboot information:

—evice Reboot

Please wait...

By default the phone attempts to contact a DHCP server in your network in order to obtain
its valid network settings, e.g. IP address, subnet mask, default gateway, DNS server.

Status

You can view the system status of your phone via phone user interface or web user

interface. The information of phone status includes: Information (e.g., Model, IP, MAC,

Fir mwar e, Har dwar e) , Net wor k (e.g., WAN Type,
Account (e.g., register status of accounts)

To view the phone status via phone interface:

1. Press Memuw YStnator mati on

14
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Information

1.Model: UC924E

2.1PV4:. 192.168.1.80

3.IPV6: @ 2015:1fc1:1111:1111:0...
4.MAC: 00:1f:c1:1c:b1:2e

5.Firmware(IMG): @ 2.0.4.4.29(2018-03-05 ..

Back

2. Press Menu YStatus YNetwork

Network

1.1PV4

2.1IPV6

3.1IP Port Mode: IPV4&IPV6
4.LAN Type: Bridge mode

5.MAC; 00:1f:c1:1c:b1:2e

Back Enter

3. Press Menu YStatus YNetwor kYl PV4
1PV4
1.WAN Type: DHCP mode

2.WAN IP: 192.168.1.80

3.WAN Mask: 255.255.252.0

4.Gateway: 192.168.0.2

5.Pri.DNS: 192.168.0.2

Back

4, Press Menu YStatus YNetworkYIPVG6

15



Getting Started

IPV6

1.WAN Type: DHCP mode

2.WAN IP: @ 2015:1fc1:1111:1111:0:..
3.Gateway: /64

4.Pri.DNS:

5.Sec.DNS:

Back

5. Press Menu YSt at 93IE sugportctwelvenatcoudts)

Accounts

Registered
Not Registered
Not Registered

Not Registered

Not Registered

To view the phone status via Web interface:

Login webpage ( For How to login, please refer to Web Login)

View the information of Version, Account and Network.

16
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| Profile | Account | Network | FunctionKeys | Setting | Directory | Management

e Version 7
Product Model

Firmware Version

® Account Status
Accounti
Account2
Account3

Accountd
Accounts
Accounts
Account?
Accountd
Accountd
Accountid
Accountit

Accounti2

o Network =

IP Mode (IPv4/IPvE)

Device Type
MAC Address

e |Pvd4 Setting
WAN Port Type

Registration

To register via phone interface:

UCa24E

BOOT-2.0.4.3(2017-12-12 15:32:00)
IMG--2.0.4.4.29(2018-03-05 08:38:00)
ROM--2.0.4.4 2%(2018-03-05 03:35:00)
DSP--9.0.3(Patch 1.0.16M)

Registered
Disabled
Disabled

Disabled
Disabled
Disabled
Disabled
Disabled
Disabled
Disabled
Disabled

Disabled

1Pv4

Bridge

00:1fc1:1c:b1:2e

DHCP

NOTE

Version:

Shows product type and the version
of firmware.

Account Status:

Shows the registered status of
accounts.

Network:

Shows the detail information of WAN
port and LAN port.

System Up Time:

Shows the running time after device
power up.

Restart:
Restart the voip application

1. Press MenuA SettingsA Advanced Setting (default password: admin)A Accounts

2. Select the desired account

3. Select Enable for Account active

4. Select the desired profile of the account.

5. Fill the SIP User ID, Authenticate ID

6. Fill the Password and Name (shown on LCD).

17
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7. Press Save to save the configuration.

Account 1

1.Account Active: @ Enable
2.Account Active: @ Profile 1
3.SIP User ID: 519
4.Authenticate ID: 519

5.Password: *kkkkk

Cancel Switch

Note:

If there is a port of sip server, you nheed to pr
fi:o.

Additional Information:

When the current input method is ABC/abc/2ab,

Pressing Al10, you will find A?0
Pressigpguf®@iol!l find A< > () {} [1]60o
Pressing A*o, you will find A*/ 0! @%$0
Pressing A#06, you will find A#0%&*| 0

To register via Web interface:

1. Login webpage and Click ProfileY Basi ¢

18
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Codec

Advanced

Profile

* Primary SIP Server [192.168.0.9 | @ I
Failover SIP Server | | ¢
Second Fallover SipServer | | k2
Prefer Primary SIP Server ®Np  UYes v
Current SIP Server 192.168.0.9
DHCP SIP Server ®No UYes
Outbound Proxy | | @
Backup Outbound Proxy | | 2

* SIP Transport

@upr OTCP OTLS v |

NAT Traversal

DNS Mode

Call Message Format
SIP Registration
Unregister On Reboot

Register Expiration

RPort

RFC 2543 Hold

Outgoing Call Without Regisfration

'_'No '® No,butsend keep alive "' STUN

‘® ARecord SRV U NAPTRISRV

UNe @ Yes
®'No ' Yes
?
“'No '®Yesg
®'No U Yes
“No '@ Yes

Restart

2. Fill the Primary SIP Server and other profile information.

3. Select the SIP Transport.

4. Click to save the configuration.

5. Cl i

ck AccountVY Basic

NOTE

The * fislds must be filled (requires a
phone restart)

Basic:

The Basic parameters configured by
the administrator.

Codecs:
Select the codec you want fo use.

Advanced:

The advanced parameters configured
by the administrator.

19
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Home | Profile | | Network | FunctionKeys | Setting | Directory | Management

Account NOTE
Account Status Registered
The * fizlds must be filled (requires a
* Account Active No '®Yes phone restart)
Profile Profile 1 v i
Basic:
Label | | ] The Basic parameters configured by
the administrator.
* SIP User ID 519 | =
* )
Authenticate ID HE | @
* Authenticate Password | -------- | ()
Name | | @
Local SIP Port 5060 z
Use Random Port ®'No ' Yes

Voice Mail UserlD

o

Dial Plan x4

Eventlist BLF URL | |

Shared Line
SCA Barge-In 7
Direct Call Pickup Code [ ]
Group Call Pickup Code [ ]

Feature Key Sync

SaveSet Restart

6. Select Yes for Account Active.
7. Select the desired Profile.

8. Fill the SIP User ID, Authenticate ID, Authenticate Password and other account
information.

9. Click to save the configuration.

To register via DHCP SIP Server:

1. Login web page and Click ProfileY Basic

20
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Profile
Codec *Primary SIP Server |1 92.168.09 | v I

Y — Failover SIP Server | | 7
Second Failover SipServer | | v
Prefer Primary SIP Sarver ®No O Yes ?
Current SIP Server 192.168.0.9
CHCP SIP Server UNo '®Yes
Outbound Proxy | | @
Backup Qutbound Proxy | | Y

" SIP Transport ®ypp OTCP OTLlS 2 I

MAT Traversal 'No '® No,butsend keep alive ' STUN
DNS Mode '@ ARecord ' SRV ) NAPTR/SRV
Call Message Format
SIP Registration No '®Yes
Unregister On Reboot ®No U Yes
Register Expiration %
Qutgoing Call Without Registraion ' No  '® Yes
RPort ®'No UYes
RFC 2543 Hold UNo ®yeg

SaveSet Restart
| Saveset |

2. Fill the Primary SIP Server and other profile information.

3. Select Yes for the DHCP SIP Server and select the SIP Transport.

4. Click to save the configuration.

5. Click AccountY Basic.

NOTE

The * fields must be filled {requires a
phone restart)

Basic:

The Basic parameters configured by
the administrator.

Codecs:
Select the codec you want to use

Advanced:

The advanced parameters configured
by the administrator.

21
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Home | Profile | | Network | FunctionKeys | Setting | Directory | Management

Account NOTE
Account Status Registered
The * fizlds must be filled (requires a
* Account Active No '®Yes phone restart)
Profile Profile 1 v i
Basic:
Label | | i The Basic parameters configured by
the administrator.
" SIP User ID 519 | @
* )
Authenticate 1D HE |
® Authenticate Password | -------- | ¥
Name | | 2
Local SIP Port 5060 (2
Use Random Port ®'No ' Yes

=

Voice Mail UserlD

Dial Plan x4

Eventlist BLF URL | |

Shared Line
SCA Barge-In 7
Direct Call Pickup Code [ ]
Group Call Pickup Code [ ]
Feature Key Sync
Rosiat

6. Select Yes for Account Active.
7. Select the desired Profile.

8. Fill the SIP User ID, Authenticate ID, Authenticate Password and other account
information.

9. Click to save the configuration.

Note:
1. All fields with * must be filled. If changed, it requires a phone restart.
2. Account Status says the account registered successfully or not.

22
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Idle Screen

1. Date & Time

3. Line Key &
current account

7. Wallpaper

Name

1. Date & Time

2. Notice

3. Line Keys

4. Soft Key

5. DSS key
6. Multipage key

7. Wallpaper

06-03-2018 05:41:13 ™ 532 2. Notice

& 533

& 534 5. DSS key

l Record

1 Missed Call 5, [ o

History Directory DND

4. Soft Key

Description

It showsthe p hone6s tei FoeDat&&Tidhea setting, see
Time&Date

It shows the phone features status and detail status, More see
Icon Preview

This area shows the line key labels. The current account is
highlighted. you can switch the account by pressing right or left
navigation key. The Line keys are also can be used as other
function keys. For more information you can refer to

Line Keys

This area shows the soft key labels. The default soft key labels
are

AHI storyo, ADirector yNore tdi Bedl
Programmable Key

The Line keys are can be used as other function keys(e.g.:
BLF)

UC924E support 28 keys, you can configure different type. you
can view and use these keys by pressing the multipage key.

This shows the backgrounds picture. You can also change it.
For more information you can refer to Wallpaper.

23
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Getting Familiar with Your Phone

Hardware Components Preview

Power Indicator

Line keys

Softkeys

Speaker

I

avigation Keys

Conference

Message

Held

Headset
Transfe

Redial

Speaker

i
T

[Volume Keys) | REySad™eric

Item Description
To Presentation all information about the date& time,
LCD screen accounts, soft keys, messages, calls and other some
information.
Power Indicator LED To indicate the power status

The phone supported up to 4 accounts
Line keys 1. Steady green: idle interface, during a call..
2. Blink red: a call incoming

Labels automatically to identity their context-sensitive
features.

@ 1. OK.

Up arrow key: To move up of the selection shows
on the screen.

Right arrow key: To move right of the selection
shows on the screen.

Soft keys

Navigation keys

Left arrow key: To move left of the selection shows
on the screen.

Down arrow key: To move down of the selection
shows on the screen.

BUtIa

24
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@ 1. To return to idle screen.
2. To cancel the information or call on the screen.

Conference |ﬁ:}l
To place a conference call
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Speaker

Redial

Volume

Hold

Transfer

Alphanumeric keypad

Message

Headset

35. Network Group

36. Multicast Paging

37. Group Call Park

38. CallPark Retrieve

39. Pull Call

40. Shared Line
The LED lights status when set as Shared line:
Stay green: Idle
Stay red: Busy
Blinked green: Ring Back
Blinked red: A call incoming
Steady orange: During a call
Blinked orange: Public Hold
Blinked green: Private Hold
Light Drown: Unregistered

41. Broadsoft Group

Press this button to place a call in hands-free mode.

To dial the previous dialed number.
To act as send key.

——

To decrease the volume.
L4 + i
To increase the volume.

To hold or to resume a call during a conversation.

To transfer a call to a third party.
To enable or disable Forward feature during the idle page.

To enter the phone numbers, letters and so on.

To indicator the New message, and press to read.

To indicate that the phone is or not in Headset mode.

26
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Icon Preview

Network down

Line(Registered succeed)

Line (Unregistered)

Line(Ringing)

Speed Dial

BLF(Ringing)

BLF(Talking)

Speakerphone mode

Handset mode

Headset mode

\oice messages
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Text message

Do Not Disturb

Volume is O

Dialed calls

Received calls

Missed calls

Forward calls

Conference

Keypad locked

Pick up

Call Park
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Intercom/Paging

Prefix

XML Group

Local Group

XML Browser

Broadsoft Group

Conference

Forward

Transfer

Redial

Call Return

Record

Stop Recording

Group Listening
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Shared Line

Other Functions

LED Instruction

This part mainly instructs the LED status. The Power LED Status describe on the premise
that the LED setting all set as Yes. For LED status setting, please refer to: LED Status

Setting

Power Indicator LED

Blinked green Ringing or have missed call
Steady Green Idle status(Power on)
Off Powered off.

Line LED:(Line or Line Key set as Line)

Steady Green Hold
Steady Green Off hook or during a conversation.
Blinked red Ringing.
Off ldle status

BLF or BLF List Key LED :(Line/Line Key set as BLF)
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Steady Green Idle status for the monitored line
The monitored line is calling or during a
Steady Red g g
call
Blinked red The monitored line is ringing.
Off All other unknown status

Shared Line LED:
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Other Key Led

When use in headset mode, the led is
steady green or the LED is off.

Headset Key

Blinked green when there is a new
message or the LED is off.

Red when the mute the call, or the LED
is off.

Message Key

Mute Key

User Interface

There are two ways to customize specific configurations on your IP phone:

The user interface on the IP phone
The user interface in a web browser on your PC

The hardware components keypad and LCD screen constitute the phone user interface,
which allows the user to execute all call operation tasks and basic configuration changes
directly on the phone. In addition, you can use the web user interface to access all
configuration settings. In many instances, it is possible to use both the phone user
interface and the web user interface to operate the phone and change settings. However,
in some instances, it is only possible to use the phone or the web user interface.

Phone Interface Overview

Information

Status Network

Accounts
Call Forward

Function Keys (Line and Line Key setting)
More Key see Line Key Overview

Key as Send

Hot Line

Anonymous Call

DND

History Setting

Directory All Contacts

Features
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Local Contacts

BlackList

Local History

Histor
y Network CallLog

Voice Mail View and Set.

Message -
Text Message View and Set.

Language

Time & Date

Time & Date Format

Basic Setting DHCP Time

Ring Tone

Headset

Font Size

Accounts

Network

Advanced Setting Phone Setting

Auto Provision

Display Mode

Display Wallpaper

Screensaver

Factory Function

System Restart

Others -
Device Reboot

Pcap Feature

Line Key Function Overview

L
S
D

Speed Dial

BLE

BLF List

Voice Malil
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Direct Pickup

Call Park

DTMFE

Local Group

XML Browser

Network Directories

Forward

Hold

Redial

SMS
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URL Record

Group Listening

Private Hold

)

c
Py
=
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Basic Setting Configuration

This part will mainly introduce the basic configuration as the Time, Language, and
Vol umeé

General Settings

Web Login

1. Get the I P address: Press Menu YStatus YInfor m

Information

1.Model: UC924E
2.1PV4: 192.168.1.80
3.IPV6: ©® 2015:1fc1:1111:1111:0:..

4. MAC: 00:1f:c1:1c:b1:2e

5.Firmware(IMG): @ 2.0.4.4.29(2018-03-05 ..

Back

2. Input the IP Address in the web browser.

3. Input the user name (default is admin), password (default is admin).

4. Login successfully.
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| Profile | Account | Network | FunctionKeys | Setting | Directory | Management

e Version 7 NOTE

Product Model UCo24E
Fil Versi BOOT-2.0.4.3(2017-12-12 15:32:00; T
rmware version =] il G200 Shows product type and the version
IMG--2.0.4.4.28(2018-03-05 08:38:00) of firmware.
ROM--2.0.4.4.29(2013-03-05 08:35:00)
DSP--0.0.3(Patch 1.0.16M) Account Status:
Shows the registered status of
accounts.
® Account Status 2
Account! Registered Network:
Shows the detail information of WAN
Account2 Disabled port and LAN port.
Account3 Disabled
System Up Time:
Accounts Disabled Shows the running time after device
power up.
Accounts Disabled
Accounts Disabled Restart:
Restart the voip application
Account? Disabled
ACcounts Disabled
Accountd Disabled
Accountid Disabled
Accountit Disabled
Accounti2 Disabled
® Network 2
IP Mode (IPv4/IPvE) 1Pv4
Device Type Bridge
MAC Address 00:1fc1:1c:b1:2e
e |Pvd4 Setting
WAN Port Type DHCP
Note:
The PC and phone should be in the same segment.
When register i ng t he accounts in web and the

Server o shoul d be set as nSI P Server 6s
n192.168.0.122: 50900.

Administrator Password

The password is mainly used for login the Web interface or set the Advanced Setting
through Phone interface. And the default password of the administrator is: admin

To change to password via Phone Interface

1. Press M8ettngs¥Y AdvancedyY Seatstsiwnog d (default admin)
Setting Y Set Password
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2. Enter the current PWD (password), new password and confirm the new password.

3. Press Save soft key or @ to save the new password.

Set Password

1.Current PWD:

2.New PWD:

3.Confirm:

Cancel BEEE

To change to password via Web Interface
1. Management Y Password

2. Fill the value

3. Click ImSaNESEly to save the configuration.

Home | Profile | Account | Network | FunctionKeys | Setting | Directory |

User Type admin v NOTE
Current Password (Max length 26)
Password:
MNew Password (Max length 26) If you login as an administrator,you

can modify admin's password here.
Configuration Confirm Password (Max length 26)

Server CA

SaveSet Cancel

Note:
When you use the Web interface: user name: admin password: admin(default)
Display Mode

This phone support two Display mode: Text and Icon.
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Icon Mode: all tems are shown same as the main with Icon.

Text Mode: Only the 8 main items will be shown as icon, and others all text description.

To Configure Display mode via Phone interface:

1. Press MenuA DisplayA Display Mode

2. Select Text or Icon

3. Press Save soft key to save the configuration.

To Configure Display mode via Web interface:

1. Login Web interface, and click SettingA Preference

Customer Set User Agent

Display Mode * lcon Mode
Text Made
Wallpaper Wallpaper2

2. Select Icon Mode or Text Mode for the Display mode

3. Click SEUEES to save the configuration.

Language
The default Phone interface language is English.

To change the language via Phone interface

1. Press MenusY B&ieSettinglYyg Language.
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Main Menu

® B

Status Features Directory History
N B B -
[

Messages  Settings Display Others

Back Enter

Basic Setting

B @

Time & :
Language Dafe Format DHCP Time

B A =

Ring Tone Headset FontSize

Back

2. Press @ or Save soft key to save the configuration.
| Language
1.English(English)
2.Francais(French)

3.Deutsch(German)

4.Espanol(Spanish)

5.Portugués(Portuguese)

Cancel

To change the language via Web Interface

1. Setting Y Preferené&lCDYaMguageLanguage

40



I-J-ItEk Basic Setting Configuration

2. Select the necessary one.

3. Press % to save the configuration.

Home | Profile | Account | Network | Function Keys | | Directory | Management

Web Language English v ? NOTE

LCD Language English v 2

ScreenSaver Photo:

Note:
All languages may not be available for selection. The available languages depend
on the language packs currently loaded to the IP phone.

Wallpaper
To change wallpaper, go by the following steps:

To change the wallpaper via Phone interface:
1. To press MenuWlpaper spl ay Y

2. Press and or press Switch soft key to display the different pictures.
3. Press @ or Save soft key to save the selected picture as the wallpaper.
Wallpaper

1.Wallpaper: picture(1).jpg

Cancel Switch

To change the wallpaper via Web interface:

1. Click SettingA Preference
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2. Select the desired wallpaper picture to upload.

Upload Photo

3. Click | I to save the setting.
Wallpaper Wallpaper2 v
Choose file Jtimg.j
Upload ‘Wallpaper s [/
Upload Photo Cancel
{Photo size should be less than 2M bytes,
name length should be less than 48)
Delete \Wallpaper Wallpaper2 v Delete

To delete the wallpaper via Web interface:
1. Click SettingA Preference
2. Select the desired wallpaper to delete.

3. Click B to save the setting.

VWallpaper Wallpaper2 v

[Wallpaper1 13‘&”
Upload ‘Wallpaper Wallpaper? [
Wallpaper3
Wallpaperd
Wallpapers 1an 2M bytes,
Wallpapert

[img i

Delete Wallpaper |timg v | | Delete

Cancel

Note:
System wallpaper (Wallpaperl-Wallpaper6) cannot be deleted and only color IP Phones
support uploading wallpaper.

Screen Saver
There are three types of screen saver: Time & Logo, Photo Switch and Static Photo.

Time & Logo: When the screensaver works, it will show Time and logo in turns.

Photo Switch: All screensaver pictures display one by one.

Static Photo: Only the selected picture will display as screensaver.

Text logo: It works with the Time & Logo, when enter the value, it will display the time
and the entered value in turns.

To enable screen saver via Phone interface:
1. To press Menu Y Display Y Screensaver.

2. Press and or press Switch soft key to Choose the Time-out as 1 min or
2/5/10/30 minute, then press the Save button.
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Screensaver

1.Time-out: © Tmin

2.Screensaver Type...

Cancel Switch Save

3. Enter the Screensaver Type to choose one of the type: Time & Logo, Photo Switch
and Static Photo

Screensaver Type

1.Time & Logo
2.Photo Switch...
3.ScreenSaver
4.ScreenSaver2

5.ScreenSaver3

Back

4. Press @ or Save soft key to save the selected configuration.

To disable screen saver via Phone interface

1. To press Menu Y Display Y Screensaver.

2. Press and or press Switch soft key to Choose the Time-out as off.

3. Press @ or Save soft key to save the selected configuration.
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Screensaver

1.Time-out: @ Off

2.Screensaver Type...

Cancel Switch Save

To upload screen saver via Web interface:
1. Setting Y Preference

2. Choose the picture wanted to use as screen saver

Upload Photo

3. Click ! I to save the upload picture

ScreenSaver Type time & logo

Upload Screen Photo

I Upload Photo l

| Choose file |screensaverd.jpg

Cancel

{Photo size should be less than 2M byles,

name length should be less than 43)

ScreenSaver Photo ScregnSaver Photol v || Delete |
To delete upload screen saver phone via Web interface:
1. Setti ngereNce Pr ef
2. Select the photo that to delete.
3. Click | Delete | to delete the photo.

ScreenSaver Photo screensaverd ¥ || Delete

] ocreensaver Fnoto’l
FULETE ScreenSaver Photo2
Ring Volume ScreenSaver Photo3

Note:
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System Screen Photo (ScreenSaverl-ScreenSaver3) cannot be deleted and only color IP

Phones support upload screensaver.

To custom text logo via Web interface:
1. Click SettingA Preference.

2. Choose the Time-out as 1 min or 2/5/10/30 minute.

3. Enter the desired value in the Text Logo field.

4. Click Sl to save the configuration.
Screen Time Out 1 min
Expansion screensaver time 10 min
Text Lago Welcome

To wake up screen saver via Web interface:

1. Setting Y Preference

it will work when screensaver
type is time & logo or logo anly,
and ;" represents the newline

2. Choose Dial First Digit: Screensaver Wakes up or Screensaver Wakes up and Dial

3. Click SR to save the configuration.

Dvial First Digit @ Screensaver Wakes up

_ Screensaver Wakes up and Dial

Note:

1. The upload Photo size should be less than 2MB, name length should be less
than 48 characters, and the File name should be letters, numbers or underline

and photo number should be less than 9.

2. The default screensaver photos cannot be deleted.
3. You can only upload screen photos in format of .bmp"' and ".jpg".

Backlight
To set Backlight via Web interface:
1. Click SettingA Preference

2. Enter the time for Backlight time (In seconds).
The default is 0, which means Backlight is always on.
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3. Click SO to save the configuration.

Backlight Time 0 2

Note:
Backlight Time refers to the time into the backlight

Time and Date

Time and date is displayed on the idle page, and it can be set automatically by SNTP
server or manually by manual setting.

To configure the time and Date by SNTP setting via Phone interface

1. To press MermsY BisicSatingY nTgi me & Date Y SNTP Settin.

2. Press or to change the Time zone.

3. Fillthe NTP Serverl, NTP Server2, and select the mode of Daylight Saving.

4. Press @ or Save soft key to save the configuration.

SNTP Settings

1.Time Zone: ©® -5 United States-t¢ >
2.NTP Server 1: time.windows.com
3.NTP Server 2.

4.Daylight Saving: @ Off

To configure time and date manually via Phone interface
1. To press MerslY BisicSattitnqngY Ti me & Date Y Manual

2. Press and or change the right time, or you can input the right time.

3. Press @ or Save soft key to save the configuration.
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Manual

D-M-Y H:M:S: 17-03-2018 02:10:34

Day: 75

Month: 03
Year:

Hour:

Cancel

To configure the Time & Date Format via Phone interface

1. Press Menu sY B&ie Settingi¥g T i &i@ate Format

2. Press and to change between 12 Hour or 24 Hour time display.

3. Press and to change date display format among Y-M-D(year-month-day),
M-D-Y(month-day-year), D-M-Y(day-month-year).

4. Press @ or Save soft key to save the configuration.
Time & Date Format

1.Clock: ©® 24 Hour

2.Date Format: ©® D-M-Y H:M:S

Cancel Switch

To configure the DHCP time via Phone interface
1. To press Me rslY BisicSating i nyH dine

2. Press and to change between Disable and Enable.

3. Press @ or Save soft key to save the configuration.
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DHCP Time

1.DHCP Time: © Disable

Cancel Switch Save

To configure the DHCP Option 100

1. To press Menu Y Settings Y Date & Time Y DHCP

2. Select Yes for the DHCP SIP Server

3. Click Sty to save the configuration

Home | Profile | Account | Network | FunctionKeys |

NOTE
DHCP Option 100 No '® Yes I 7

DHCP Time ®No ) Yes 2 Time Zone:
Select the time zone of your location.

Time Zone -5 United States-Eastern Time v %

NTP Server is Covered with DHCP * No Yas 7 NTP Server

NTP Server lime.windows com 7 El?c?w?c:n?zr;m; hc\igcisgs '.:1% phane.
Backup NTP Server %

SIP Date Override Time * No Yes ?

Account Account1 v

Daylight Saving Time ® Disable Enable Auto %

Time Format ® 24 Hour ) 12 Hour 2

Date Display Format Year - Month - Day ?

Month - Day - Year
® Day - Month - Year

SaveSet Cancel

To configure the NTP Server by Web interface
1. Login web page.
Login name: admin, password: admin(default)

2. Setting Yi Dat ¥N®P Server
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3. Fill the value in the blank.

4. Click to save the configuration.

Home | Profile | Account | Network | Function Keys | | Directory | Management

Preference NGTE
DHCP Option 100 ® Ng | Yes

2
Features
DHCP Time ® N0 O Yes v Time Zone:
BLF Settings . Select the fime zone of your location.
Time Zone | -5 United States-Eastern Time v| 2
NTP Server is Covered with DHCP '® No ' Yes 2 NTP Server
Tones o . The server which is used to
NTP Server | 4 synchronize the clock of the phone.
Action URL S|P Date Override Time ® No U Yes v
Softkey Layout Account
TROG9 Daylight Saving Time '® Digable "' Enable " Auto v
Time Format ® 24 Hour ) 12 Hour 2
SIp
Date Display Format ') Year - Month - Day v

'/ Maonth - Day - Year
'® Day - Month - Year

To change the Time Zone and Date Display Format via Web interface

1. Setting Y Date &Ti me
2. Select the necessary one.

3. Press to save the configuration.
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Home | Profile | Account | Network | Function Keys | | Directory | Management

Preference OTE
DHCP Option 100 ® No ) Yes K2
Features
DHCP Time ® Mo ) Yes ? Time Zone:
BLF Settings Select the fime zone of your location.
Time Zone | -5 United States-Eastern Time | | 4
NTP Berver is Covered with DHCP '® Mo U Yes v NTP Server

Tones . . The server which is used to
T EERE ? synchronize the clock of the phone.

SMS Backup NTP Server l:l 2
Action URL SIP Date Override Time ® No O Yes 2
Softkey Layout Account
TROGD Daylight Saving Time '® Disable ' Enable ' Auto ?
- Time Format (%) 24 Hour ) 12 Hour 7
Date Display Format () ear - Month - Day ?

') Month - Day - Year
'® Day - Month - Year

To change the SIP Date Override Time via Web interface

1. Setting Y D&&IP Bate®Varrive Tyme
2. Select Yes or No for SIP Date Override Time .

3. Click to save the configuration.

Home | Profile | Account | Network | Function Keys | | Directory | Management

Preference OTE
DHCP Option 100 ® No ) Yes K2
Features
DHCP Time ® Mo ) Yes ? Time Zone:
BLF Settings _ Select the fime zone of your location.
Time Zone | -5 United States-Eastern Time il
NTP Berver is Covered with DHCP '® Mo U Yes v NTP Server
Tones . 5 The server which is used to
NTP Server ? synchronize the clock of the phone.
Action URL SIP Date Override Time ® No O Yes I 2
Softkey Layout Account
TROGD Daylight Saving Time '® Disable ' Enable ' Auto ?
- Time Format (%) 24 Hour ) 12 Hour 7
Date Display Format () Year - Month - Day (2

') Month - Day - Year
'® Day - Month - Year
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To change the Account via Web interface

1. Setting Y Dateo&Thitme

2. Select desired Account.

3. Click to save the configuration.

Home | Profile | Account | Network | Function Keys | | Directory | Management

Preference NOTE
DHCP Option 100 ® N ) Yes K2
Features
DHCP Time ®No O Yes 2 Time Zone:
BLF Settings . : Select the time zone of your location.
Time Zone |-5 United States-Eastern Time il 2
NTP Server is Covered with DHCP ® No ' Yes 2 NTP Server
Tones . - The server which is used to
NTP Server ? synchronize the clock of the phone.
Action URL SIP Date Override Time ® No L Yes 2
Softkey Layout Account Account1 ¥
TROG9 Daylight Saving Time | Account 2 able ' Auto 7
Account 3 -
e Time Format Account 4 2 Hour [
Account 5
Date Display Format Da 2
g Account 6 J v
Account 7 Year
Account 8
Year
Account 9
Account 10
Account 11
Account 12 ncel

To change the Daylight Saving Time via Web interface
1. Setting Y Ddaykght&avingiTeng

2. Select Disable or Enable or Auto for Daylight Saving Time.

3. Click to save the configuration.
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Home | Profile | Account | Network | Function Keys | | Directory | Management

Preference NOTE
DHCP Option 100 ® No U Yes ?
Features
DHCP Time ® Mo ) Yes ? Time Zone:
BLF Settings _ Select the fime zone of your location.
Time Zone | -5 United States-Eastern Time Y| %
NTP Server is Covered with DHCP '® Mo " Yes v NTP Server
Tones . 5 The server which is used to
NTP Server (4 synchronize the clock of the phone.
Action URL SIP Date Override Time ® No " Yes 2
Softkey Layout Account | Account1 v |
TROG9 Daylight Saving Time '® Disable ' Enable ' Auto I %
Time Format ®) 24 Hour ) 12 Hour K4
SIp
Date Display Format ~ Year - Month - Day 2

! Month - Day - Year
® Day - Month - Year

Note:

If the IP Phone cannot obtain the time and date from the Simple Network Time
Protocol (SNTP) server, please contact your system administrator for more
information.

Daylight Saving Time

Daylight Saving Time (DST) is the practice of temporary advancing clocks during the
summertime so that evenings have more daylight and mornings have less. Typically,
clocks are adjusted forward one hour at the start of spring and backward in autumn. Many
countries have used the DST at various times, details vary by location. The DST can be
adjusted automatically from the time zone configuration. Typically, there is no need to
change this setting.

LED Status Setting

The LED Status setting mainly defines the power indicator LED.
To configure LED Status via Web interface:

1. Click SettingA Preference

2. Select Yes or No for Power Status, Ringing Status, Miss Calls Status and Voice
Message Status.
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3. Click SO for the setting.

For the LED status description, see: LED Instruction Power Indicator LED

| ED Status Setting:

Power Status * Vg Nao

Ringing Status ® Yeg Mo

MissCalls Status Yes ® No

Yoice Message Status Yes * No
Key as Send

To configure Key as Send via Phone interface:

1. Press Menu YFeatures Y Key as Send

2. Press and key to select the enable choice.

3. Press @ or Save soft key to save the configuration

Key as Send

1.# as Send Key: @ Enable

To cancel # Key as Send via Phone interface:

1. Press Menu YFeatures Y Key as Send

2. Press and key to select the disable choice.
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3. Press @ or Save soft key to save the configuration

Network Setting

Htek IP Phone supports IPv4 IPv6 IPv4&IPv6.They have three modes of Network: DHCP,

Static, and PPPoE. The default mode is DHCP, it will obtain IP address and other
information automatically.

If your phone cannot contact a DHCP server for any reason, you need to configure a static
IP address manually.

When switch DHCP, Static IP and PPPoE to each other, or change the Static IP on Web
interface , it will show the warning of restart as following.

Metwork settings have been changed, Are you sure reboot the

phone to save changes?

IPv4

If you set IP Mode to IPv4, IP phone will use IPv4 address. IPv4 has three network modes:
DHCP, Static, and PPPoE
To configure IPv4via Phone interface:

1. Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA WAN Port
A IP Port Mode.

2. Press or to change the IP Port Mode..

3. Press @ or Save soft key to save the configuration.

WAN Port

1.1P Port Mode: ® 1PV4
2.1PV4

3.IPV6

4 WAN HTTP Access @ Enable

Cancel
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To configure IPv4via Web interface:
1. Click NetworkA BasicA Internet Port

2. Select IPv4 for Internet Port

3. Click S for the setting.

® [nternet Port
IP Mode (IPv4/IPVE) IPvd v

To configure DHCPvia Phone interface:

1. Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA WAN Port
A IPv4A DHCP mode.

2. Click Save and restart the phone.
To configure a static IP address via Phone interface:

1. Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA WAN Port
A IPv4 A Static mode.

2. Enter the parameters: IP, Netmask, Gateway, Pri.DNS(primary DNS), Sec.DNS
(secondary DNS) in the corresponding fields.

Static mode

TP 192.168.1.131
2.Netmask: 255.255.252.0
3.Gateway: 192.168.0.2

4.Pri.DNS: 192.168.0.2

5.5ec.DNS: 8.8.8.8

Cancel Delete

3. Click Save and restart the phone.
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Static mode

192.168.1.131

Cancel

4. Press the OK soft key to accept the change or the Cancel soft key to cancel. If you
are using an xXDSL modem, you can connect your phone to the Internet via PPPoE
mode. You can seta WAN port to be a PPPoE port. The PPPoE port will perform a
PPP negotiation to obtain the IP address. Contact your system administrator for the
PPPoOE user name and password.

To configure PPPoE via Phone interface:

1. Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA WAN Port
A PPPoE mode.

2. Enter the User ID and password

3. Click Save and restart the phone.

PPPoE mode

1.User 1D: b112

2.Password: *hk

To configure Network via Web interface:
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1. Click NetworkA BasicA IPv4 setting

2. Select the desired Type: DHCP, Static or PPPoE

3. Fill the necessary information.

e

4. Click and restart the phone.

® Internet Port

Home | Profile | Account |

| FunctionKeys | Setting | Directory | Management

NOTE

IP Mode (IPv4/IPvE) IPv4 v
PC Port
- DHCP:
Advanced ® [Pv4 Setting The phone will abtain the network
® DHCP 2 configuration from a DHCP server.
0P Hosvame ] :
Static IP Address:
DHCP Domain I:I Manually input the IP address,
subnet mask, default gateway
DHCP Vendor Class Id I:I address, and Primary and Secondary
DNS addresses
D User s I
') Static IP Address (4 PPPoE:
Please check with your network
[PREIESS D EI EI EI administrater or service provider
Subnet Mask D EI EI EI before changing this setfing
Default Gateway D EI EI EI
Static DNS '® No W Yes
Frmary N p e 1o 1P ]
Seconcary XS p o o b ]
' PPPoE v
scsount 0 —
Passtiord I
servee Name ]
Preferred DNS Server P 1o o 1o |

IPv6

If you set IP Mode to IPv6, IP phone will use IPv6 address. IPv6 has two network modes:

DHCP, Static

To configure IPv6via Phone interface:

1. Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA WAN Port
A IP Port Mode.

2. Press or to change the IP Port Mode..

3. Press @ or Save soft key to save the configuration.
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WAN Port

1.IP Port Mode: O 1PV6

2.1PV4
3.IPV6
4 WAN HTTP Access @ Enable

Cancel

To configure IPv6via Web interface:

1. Click NetworkA BasicA Internet Port

2. Select IPv6 for Internet Port

3. Click SR for the setting.

® Internet Port
IP Mode (IPv4/IPvE) IPvE v

To configure DHCPvia Phone interface:

1. Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA WAN Port
IPv6A DHCP mode.

2. Click Save and restart the phone.

To configure a static IP address via Phone interface:

1. Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA WAN Port
A IPv6 A Static mode.

2. Enter the parameters: IP, IPV6 Prefix, Gateway, Pri.DNS(primary DNS), Sec.DNS
(secondary DNS) in the corresponding fields.
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Static mode

111:3da7:54e:1c85:915b

2.1IPV6 Prefix: 64

3.Gateway: 201511 fc1:1111:1111:1

4.Pri.DNS:
5.Sec.DNS:

Cancel Delete Save

3. Click OK and restart the phone.

Static mode

111:3da7:54e:1c85:915b

Cancel

To configure Network via Web interface:

1. Click NetworkA BasicA IPv6 setting

2. Select the desired Type: DHCP, Static

3. Fill required fields.

4. Click -m- and restart the phone.
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e |Pv6 Setting
& DHCP [
Static IP Address %
IP Address
IPv6 Prefix (0~128) B4

Default Gateway

IPvE Static DNS 2 No Yes
Primary DNS

Secondary DNS

SaveSet Restart

IPv4&IPv6

If you set IP Mode to IPv4&IPv6, IP phone will support both IPv4 and IPv6 address. The
settings of DHCP, Static, and PPPoOE are same as above.
To configure IPv4&IPv6 via Phone interface:

1. Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA WAN Port
A IP Port Mode.

2. Press or to change the IP Port Mode..

3. Press @ or Save soft key to save the configuration.
WAN Port

1.1P Port Mode: © IPV4&IPV6
2.1PV4

3.IPV6

4 WAN HTTP Access @ Enable

Cancel

To configure IPv4&IPv6 via Web interface:
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1. Click NetworkA BasicA Internet Port

2. Select IPv4&IPv6 for Internet Port

3. Click SO for the setting.

@ Internet Port
IP Mode {IPv4/IPvE) IPy4&IPvE v

Note:

Wrong network parameters may result in inaccessibility of your phone and may
also have an impact on your network performance. For more information about
these parameters, contact your system administrator.

PC Port

Three modes for PC port: bridge, connect to Expansion Module and router.
To configure PC Bridge via Phone interface:

1. Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA PC Port
A Bridge mode.

2. Click Save.
3. Click the OK button, then the phone will reboot.
To configure PC router via Phone interface:

1. Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA PC Port
A Router mode.

2. Enter the IP, Netmask and DHCP server
3. Click Save.
4. Click the OK button, then the phone will reboot.

To configure PC, Connect to Expansion Module via Phone interface:
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Press MenuA SettingsA Advanced Setting (password: admin) A NetworkA PC Port
A Connect to Module.

2. Click Save.

3. Click the OK button, then the phone will reboot

To configure Bridge via Web interface:

1. Click NetworkA PC Port

2. Select As Bridge

3. Click S TELE and the phone will reboot automatically

e PC Port
® As Bridgs ?

To configure Router via Web interface:

1. Click NetworkA PC Port

2. Select As Router

3. Fillthe IP address and other necessary information.

4. Click Saeael and the phone will reboot automatically
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e PC Port

As Bridge

Connect to Expansion Module

* As Router

IP Address

Subnet Mask

IP Lease Time

DHCP Server

DMZ IP

Port Map
Wan poril0 Lan IP
Wan poril0 Lan IP
Wan poril0 Lan IP
Wan porfl0 Lan IP
Wan porfl0 Lan IP
Wan poril0 Lan IP
Wan poril0 Lan IP
Wan poril0 Lan IP

SaveSet

192.168.221

2552552550

24

Disable v
Lan porti0 Protocol
Lan portl0 Protocol
Lan porti0 Protocol
Lan porti0 Protocol
Lan port0 Protocol
Lan porti0 Protocol
Lan poril0 Protocol
Lan porti0 Protocol

Restart

LUDP
UDP
UDP
UDP
UDP
UDP
UDP
LUDP

To configure PC, Connect to Expansion Module via Web interface:

1. Click NetworkA PC Port

2. Select Connect to Expansion Module

3. Click Iﬂl and the phone will reboot automatically

e PC Port

As Bridge

* Connect to Expansion Module

As Router

IP Address

Subnet Mask

IP Lease Time

DHCP Server

DMZ IP

192.1658.22 1
2552552550
24

Disable
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Contact Setting

This section provides the operating instructions for managing contacts. The topics include:
Local Directory
Remote Phonebook
LDAP
Search Contact

Local Directory

In the directory, you can add or delete your fri
phone No., so you will not forget their number. Or put some anonymous phone No. in the

blacklist to prevent from being disturbed. The local Directory can add up to 1000 contacts.

A. To add contacts list into local directory

To add contacts manually via Phone interface
1. PressMenu Y Direct GantgctsY Loc al

2. Press Add soft key.

3. Enter the necessary information as Name, Phone

4. Press Save soft key or @ to add the contacts successfully.

Add Contacts

1.Name: Luisa
2.Number: 860
3.Mobile Number:

4.0ther Number:

5.Account: Auto

Cancel Delete

To add contacts from history via Phone interface:

1. Press History soft key orpressMe nu Y Hi st oHstory Y Loc al

2. Press and to select the targeted one. (Press and switched
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among the All Calls, Missed Calls, Received Calls, Dialed Calls and Forwarded Calls).

3. Press Option soft key Y Add to Contacts

4. Edit the necessary informationa s Na me , Phone number é

5. Press Save soft key or @ to add the contacts successfully.

4 All Calls >

R¥Y | Detail
MRS > smart Dial

ydell 3.Edit before dial

670(04.Add to Contacts

lyie] 5-Add to Blacklist

Cancel

To add contactsvia Web interface:

1. Click DirectoryA Directory

2. Enter the name, number and some other information.

Add Save

3. Press and then press | I button.
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Home | Profile | Account | Network | FunctionKeys | Setting | | Management

mt- Hangup NOTE
RemoBtgoil"hone Index Display Name Office Mobile Other Account U Add Contact/Blacklist

Call History Fillin the contact information and the
contact name can not be empty.

LDAP

Network Delete Contact/Blacklist

Directory Select a contact or more contacts

and press the bution 'Delete’ to

MultiCast Paging delete it.

Move to Contact/blacklist

Select a contact or more contacts
and press the button ‘move to
Contact/Blacklist to move it

Upload Photo

| Eale | [ Delste | [ Moveto Contactiblackist The format of the photo supported is
jpg or bmp, and the size shoud be
less than 125 *128

Contact

Nane Import

Cffice Number 60 EIr(EJste .)rr.-lm\ and .csv format’s file
and impol

overtumer [ Export
Click Export button,then the

Account Auto v WSS phonebook_xml or phonebook.csv file

| Choose file ‘ No file chosen | will be downloaded.
Ring Default v
Upload Photo

Group Mot In Group v

Bhato ’ﬁum v Import Local Contacts

Edit | Search | | Choose file | No file chosen |

Grouplnfo | Import XML | | Export XML |

Group

Fg | Choose file | No file chosen |

| Import Csv | | Export Csv | ¥ Show Title

B: To add contacts into blacklist

To add blacklist manually via Phone interface:

1. Press Menu Y DitLissctory Y Black
2. Press Group soft key.

3. Press Add soft key.

4. Enter the Name and select the Ring Tone.

Press Save soft key or @ to add the Group successfully.

Enter the added Group, then press Add soft key.
7. Enter the necessary informatonas Name, Phone number é

©

Press Save soft key or @ to add the contacts successfully.

To add blacklist from history via Phone interface:
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1. Press History soft key or Hgtorgess Menu Y History

A
2. Press and to select the targeted one.

3. PressOptionsoftk ey Y Add to Bl ackl i st
4, Edi t the necessary information as Name, Phone r

5. Press Save soft key or @ to add successfully.

All Calls

LuisERNS el

MRS > smart Dial
Syl 3.Edit before dial
¥l 4.Add to Contacts

670(5-Add to Blacklist

Cancel

Upload Contacts photo via Web interface:

1. Click Directory and select the desired contact.

2. Click Choose file to select the photo for the contact

Upload Photo

3. Click ! I to upload the photo.
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m_ angup
Index Display Name Office Mobile Other Account | All v
Number Number Number
i 1 Luisa 260 Auto “
Directory
pr—
MultiCast Paging
| Save || Delete | | Move to Contact/blacklist |
Contact
Name Luisa
Office Number 8&0 v
P A S
Mobile Number L™ :
ag
Cther Number
Account Auto v | Delete Photo |
i Choase file |No file chosen
Ring Default v
Uplead Photo
Group Mot In Group v
Fhoto Auto v Import Local Contacts
Add Edit | Search | i Choose file | No file chosen |
Grouplnfo | Import XML | | Export XML |
Grou
Ring > A = i Choose file | No file chosen |

| Import Csv | | Export Csv | ¥/ Show Title

Add Edit Delete | Delete All

& 533

00:00:04

& 534

Record

21314

Conference|| End Call

Transfer Hold

Note:
The format of the photo supported is .jpg or .bmp

NOTE

Add Contact/Blacklist

Fillin the contact information and the
contact name can not be empty.

Delete Contact/Blacklist

Select a contact or more contacts
and press the button 'Delete’ to
delete it

Move to Contact/blacklist

Select a contact or more contacts
and press the button ‘move to
Contact/Blacklist' to move it.

Upload Photo

The format of the photo supported is
jpg or bmp, and the size shoud be
less than 128 *128

Import

Browse _xml and .csv format’s file
and import

Export

Click Export button,then the
phonebook xml or phonebook.csv file
will be downloaded.
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Photo size should be less than 2MB, name length should be less than 48

characters.
To import or export the contact list
You

can manage

your

phoneos

only import or export the contact list via Web interface.

To import an XML file of contact list via Web interface:

1. ClickonDirectoryY Directory

|l ocal

directory

2. Click Choose file to select a contact list file (file format must be .xml) from your local

system.

3. Click Import XML to import the contact list.

To export an XML file of contact list via Web interface:

1. ClickonDirectoryY Directory

2. Click Export XML to export the contact list.

To import a CSV file of contact listvia Web interface:

1. ClickonDirectoryY Directory

2. Click Choose file to select a contact list file (file format must be .csv) from your local

system.

3. Click Import Csv to import the contact list.

To export a CSV file of contact list via Web interface:
1. ClickonDirectoryY Directory
2. Click Export Csv to export the contact list.

Phaoto ALt A
Add Edit Search
Grouplnfo
Group
Ring Alto r
Add Edit Delete | Delete All
Note:

Import Local Contacts

Choose file [ Mo file chosen

Import XML Export XML

Choose file | Mo file chosen

Import Csv Export Csv

¥ Show Title
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If the xml file and CSV file have more than 1000 contacts, the phone will only upload 1000
contacts.

Remote Phonebook
To set Remote Phonebook via Web interface:

1. Login the Web interface and click Directory”A Remote Phone Book

2. Fill the path of the remote file in the Phone Book URL field.
For example,
http://192.168.0.106/Phonebook/Remote_Phonebook/remotephonebook.xml

3. Fill the Name and then click to save the configuration.

Home | Profile | Account | Network | FunctionKeys | Setting | | Management

Directory Index PhoneBook URL Name NOTE
1 |ntip:/192.168.0.106/PhonebookiRemote_Pha|  [test |
Remote Phone Book:
Call History 2 | | | | Use this feature to download the
phone’s contact list from the server.
You must enter the URL of the
LDAP & | | | | phonebook file (e.g:
II hitp:/fservername. phonebook_xml —
[').i?ect 4 | | | | may also use hitps:/), and rename
—E"_. the phonebook in the Name field
MultiCast Paging 5 | | | |
Update Time Interval(minutes) |36I} |
| SaveSet | Cancel ‘

To check the contacts via Phone interface:
Press DirectoryA Left ButtonA Left Button, and you can see the item you set, press
Update and then enter you will find the detail.

For More detail, please refer to: www.htek.com.

Note:
Every remote phonebook, only supports 1000 contacts.

LDAP Phonebook
When use the LDAP feature, you can get the LDAP Phonebook directly.

To configure LDAP via Web interface:
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8.

Login Web interface and click DirectoryA LDAP
Fill the LDAP Name Filter:
parameter
symbol in the filter stands for the entering string used as the prefix of the filter

a) This

condition.

b) For example, (cn=%), when the name prefix of the cn of the contact record

speci fies

t he

name

attri

matches the search criteria, the record will be displayed on the IP PHONE LCD.
Fill LDAP Number Filter:

This parameter specifies the number attributes for LDAP searching.

Fill Server Address: Fill the domain name or IP address of the LDAP Server.
For example: 192.168.0.9
Port (the port of the LDAP Server), Base, User Name, Password
Max. Hits(1-32000): the maximum number of the search results to be returned by the

LDAP server.

LDAP Display Name: the display name of the contact record displayed on the LCD

screen.

Fill the relative value and then click to save the settings.

Following is the example screenshot for the configuration.

Directory
Remote Phone
Book

Call History

Network
Directory

MultiCast Paging

Home | Profile | Account | Network | FunctionKeys | Setting |

LDAP Name Filter

LDAP Number Filter

cn="%)

|({telephoneNumber=%]

Server Address

92.168.09

|

Port

[

89

Base

User Name

Password

cn=admin,dc=pbx.dc=c«

Max Hits(1~32000)
LDAP Name Aftributes

LDAP Number Aftributes
LDOAP Display Name
Search Delay(D~2000ms)
Protocol

LDAP Lookup For Call

LDAP Sorting Results

LDAP Synchronize Time(0~9999mins)

To Configure LDAP Key

2000

n

[} [ =]
[=4
=
o
kS
o
©
o
o
=
o
©
o
=1
3

UVersionz  '® Version3
QO On '® Off

O On '® Off

|

Cancel

=

=

s

=

=

s

@

=

=

9

=

=

9

=

=

=

but es

| Management
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To configure LDAP Key via Web interface:

1. Click Function KeysA Line KeyA choose Line Key 2(for example)

2. Select LDAP in the Type field.

3. Click ISRESE to save the configuration.

Home | Profile | Account | Network | | Setting | Directory | Management

Line Label Length Default ¥ | Line Page Indicator Disable v NOTE

BLF list MODE Manually line key as cancel Disable A

Kay1 Line ¥ |Default v I I Auto v

IKeyZ LDAP v Default'l Account1 v | I

To Configure LDAP Key via Phone interface:
1. Press MenuA FeaturesA Function KeysA Line Keys as Function KeysA Line Key 2
2. Select LDAP in the Type field

3. Press Save or OK key to save the configuration.
When press the LDAP Key, the LCD will display as following:

LDAP Contacts 1/70

navy 828
william 831

Simon 829

jack 817

Filter Prefix: |

Cancel

For More detail, please refer to www.htek.com
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Search Contact

You can search contact in all contacts, local contacts, remote contacts and LDAP contact.

To search contact in all contacts:

1. Click the Directory soft key on Idle interface.

2. Click the More soft key, then you can see the Search soft key

3. Click the Search soft key, you can enter the desired part of name or part of number.

4. With the search content to match the contact will be automatically displayed on the
LCD within 5 seconds.

Search

860

Filter: 86|

Back

To search contact in Local contacts:
1. Click the Directory soft key on Idle interface.

2. Click the button and select the Local contacts list.

3. Click the More soft key, then you can see the Search soft key
4. Click the Search soft key, you can enter the desired part of name or part of number.

5. With the search content to match the contact will be automatically displayed on the
LCD within 5 seconds.

To search contact in Remote contacts:
1. Click the Directory soft key on Idle interface.

2. Click the button and select the Remote Contacts list.
3. Select the desired Remote Contact and click Enter soft key.

4. Click the Search soft key, you can enter the desired part of name or part of number.
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6. With the search content to match the contact will be automatically displayed on the
LCD within 5 seconds.

To search contact in LDAP contacts:
1. Click the Directory soft key on Idle interface.

2. Click the button and select the LDAP Contacts list.

3. Enter the first character or more of contact® name or number.

4. With the search content to match the contact will be automatically displayed on the
LCD within 5 seconds.

Call History Setting

Call History

This phone maintains call history lists of Dialed Calls, Received Calls, Missed Calls and
Forwarded Calls. The call history list supports up t0o100 entries in all on Phone interface
and more than 1500 items. You can check the call history, dial a call, add a contact or
delete an entry from the call history list. You should enable the history record feature in
advance.

To enable the history record feature via Phone interface:

1. Press MenuA FeaturesA History Setting

2. Press and or Switch soft key to enable History record.

3. Press Save soft key to save the configuration.
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History

1.History Record: @ Enable

Cancel Switch Save

To check the call history via Phone interface:
1. Press the History soft key. The LCD screen displays All Calls list.

2. Press Right or Left Key to switch among All Calls, Missed Calls, Received Calls,
Dialed Calls and Forwarded Calls.

3. Press to select the desired entry.
4. Press the Option soft key, and then select Detail from the prompt list.

5. The detailed information of the entry appears on the LCD screen.

All Calls 1/62

. LUis]y petail

WY > Smart Dial
SN 3. Edit before dial
ey 4.Add to Contacts

ey ©-Add to Blacklist

To delete an entry from the call history list via Phone interface:

1. Press the History soft key.
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2. Press Right or Left Key to switch among All Calls, Missed Calls, Received Calls,
Dialed Calls and Forwarded Calls.

3. Press UP or DOWN key to select the desired entry.

4. Press the Delete soft key.

To delete all entries from the call history list via Phone interface:

1. Press the History soft key.

2. Press Right or Left Key to switch among All Calls, Missed Calls, Received Calls,
Dialed Calls and Forwarded Calls.

3. Press the Option soft key, and then select Delete All from the prompt list.

4. Press the OK soft key.

5. Press the OK soft key to confirm the deleting or the Cancel soft key to cancel.

To check the call history via Web interface:

1. Click DirectoryA Call History
2. Click Dialed List, Missed List, Received List, Forwarded List then you can see the
history list.

Home | Profile | Account | Network | FunctionKeys | Setting | | Management

NOTE

Directory Dialed List

Remote Phone Index Date Time Local ldentity Name Tel Number
‘Book 1 O7-03-2018 20:42:36 533 533
2 07-03-2018 20:42:32 860 860
3 07-03-2018 01:03:55 532 532

LDAP
Network
Directory

MultiCast Paging

| Export XML | | Export Csv |

To Dial a call from Call History via Web interface:
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1. Click DirectoryA Call History

2. Select the desired history item, and click Tel Number.

3. Then the call is dialed on phone.

Home | Profile | Account | Network | FunctionKeys | Setting | | Management

Directory Dialed List
Remote Phone Index Date Time Local ldentity Tel Number
Book 1 07-03-2018 20:42:36 533
2 07-03-2018 20:42:32 B60 860
3 07-03-2018 01:03:55 532 532
LDAP
Network
Directory
MultiCast Paging
Export XML | | Export Csv
To Dial a call from Call History via Phone interface:
1. Press History soft key oHstorpress Menu Y Histor:

2. Press and to select the targeted one.

3. Press the Dial soft key, @ or , or the corresponding line key.
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Audio Setting

Ring Tone
You can adjust the type and volume of the ring tone.
To adjust the Ring Tone Type via Phone interface:

1. Press MenusY B&ie SettingilYg Ri ng

v A .
2. Press and to select the aimed one.

3. Press @ or Save soft key to save the configuration.

Ring Tone

1.Default Ring
2.System Ring1
3.System Ring2

4.System Ring3

5.System Ring4

Cancel

To adjust the Ring Tone Type via Web Interface

Tone.

1. SettingY Preference sY Ring Tone

2. Select the wanted one

3. Click InSaictely to save the configuration.
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Home | Profile | Account | Network | Function Keys | | Directory | Management

Web Language English v ? NOTE

LCD Language English v )

ScreenSaver Photo:

LCD Font Size Normal v You can only upload screen photos in
format of "bmp" and "jpg".
Keypad DTMF Tone & On Off 7

Handiree AGC Disable * Enable

Volume Amplification

HandSet Send Volume 0dB default M
HeadSet Send Volume 0dB default v
HandFree Send Violume 0dB default v
Backlight Inactive Level Low v
Backlight Active Level 10 v
Backlight Time g 7
Screen Time Out off v
Expansion screensaver time 10 min v
Text Logo 2
ScreenSaver Type time & loge v

Choase file |No file chosen
Upload Screen Photo 2

| Upload Photo || Cancel |

{Photo size should be less than 2M bytes,

name length should be less than 43)

ScreenSaver Photo ScreenSaver Photol1 ¥ Delete

I Ring Tones Ring2.bin v I

To configure Distinctive Ring Tone via Phone Interface

1. Press Directory
2. Select the target contact
3. Press Detail soft key to edit the contact.

4. Press and to select the wanted Ring Tone for the contact

5. Press Save soft key to save the contact.

2.Number:
3.Mobile Number:
4.0ther Number:

5.Account: Auto

6.Ring Tone: Default Ring

Cancel Switch
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1. Directory Y Directory Y Contact

2. Choose the Ring Tone you want to use.

|Edit| ¢ [ Save

3. Click | to save the configuration.

| Management

NOTE

Add Contact/Blacklist

Fillin the contact information and the
contact name can not be empty.

Home | Profile | Account | Network | Function Keys | Setting |

Hangup

Account a

| 1 Luisa 260 Auto ‘2'|

Display Name

Remote Phone

Book Index Mobile

Other

Call History

LDAP

Network
Directory

MultiCast Paging

Delete Contact/Blacklist

Select a contact or more contacts
and press the button 'Delete’ to

delete it

Move to Contact/blacklist

Select a contact or more contacts
and press the button ‘move to
Contact/Blacklist' to move it

Upload Photo

The format of the photo supported is
ipg or bmp, and the size shoud be
less than 128 *128

I Save I ‘ Delete | | Move to Contact/blacklist

o
\'M' R

o=,

Delete Photo

I Choose file | No file chosen

Upload Photo

Contact

Name Luisa

Import

Browse _xml and .csv format’s file
and import.

Cffice Number

o
o
=

Mabile Number

Export

Click Export button,then the
phonebook.xml or phonebook.csv file
| will be downloaded.

Cther Number

Account Auto

Il

r

|Ring

a
=
(=]
™~
=)
a

-
Phato Import Local Contacts

Edit | Search | I Choose file |No file chosen ‘
Grouplnfo | Import XML | | Export XML |

oo I

Ring I Choose file | No file chosen ‘

| Import Csv | | Export Csv | ¥ Show Title

Click Ring tone for more information.

Volume

You can adjust the volume for the phone by the volume keys: C——=—3 and
——

To adjust the Ring tone volume via Phone interface:
1. Option 1: To press & J and \ T i ontheidle page
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™ 532

-

& 533

& 534

Record

2. Option 2: To press & = J and \ i i during the call is ringing.

ES
))) ¢ < «
& 534

Record
il 2]3]4

Answer Forward Silence Reject

To adjust the handset volume via Phone interface:

To press ——=— and C——F 7 during a call in handset mode.

t. Talking
f& 533
00:00:20

& 534

Record

1 2]3]4

Transfer Hold Conference|| End Call

To adjust the headset volume via Phone interface:
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To press ——=——1 and C—F 7 during a call in headset mode.

()} Talking
r& 553
00:00:40
& 534
Record |

AN 2] 3]4]

Transfer Hold Conference|| End Call

To adjust the speaker Volume via Phone interface:

To press ——=—3 and C——F 1 during a call in speaker mode.

W) Talking
r& 53
00:00:45

& 534

Record

R 2]3]4]

Transfer Hold Conference|| End Call

Voice Mail Tone
This option can set whether to play the beep for phone's voice mail
1. Click the Setting A Preference

2. Select On or Off for Voice Mail Tone.

3. Click mSaeely for the setting.

Voice Mail Tone ® On Off
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Play Hold Tone

When you hold the phone, Whether to play hold tone
1. Click the Setting A Preference

2. Set On or Off for Play Hold Tone.

SaveSet

3. Click for the setting.

Play Hold Tone on & Of

Play Hold Tone Delay
When you hold the phone. How many seconds to play beep?
1. Click the Setting A Preference

2. Set the value for Play Hold Tone Delay.

3. Click Baueiel for the setting.

Flay Hold Tone Delay 0

System Settings

Dial Plan

Dial plan is a string of characters that governs the way this phone processes the inputs
received from your phone keypad. This phone supports dial plan with following accept
digits:

1,2,3,4,5,6,7,89,0, *, #

Grammar Description
X any digit from 0-9;
XX+ at least 2-digit number;
A exclude;

83



[=l-tek

Basic Setting Configuration

, hear dial tone;
[3-5] any digit of 3, 4, or 5;
[147] any digit 1, 4, or 7;
<2=011> replace digit 2 with 011 when dialing.

To configure dial plan via Web interface:

1. Click AccountY BasicYDi a |

2. Fill the value in dial plan field.

Pl an.

3. Click to save the configuration.

Home | Profile |

| Network | FunctionKeys | Setting | Directory | Management

Direct Call Pickup Code
Group Call Pickup Code

Feature Key Sync

Note:

Account NOTE
Account Status Reqgistered
The * fields must be filled (requires a
* Account Aclive ONo @vYes phene restart)
Profile Profile 1 v s
Basic:
Label | | % The Basic parameters configured by
the administrator.
* SIP User ID 519 | @
*
Authenticate ID 519 | @
* authenticate Password | -------- | %
Name | | g
Local SIP Port 5060 v
Use Random Port ®No UYes
Woice Mail UserlD | | v
Dial Plan i1+ | |
Eventlist BLF URL | |
Shared Line
SCA Barge-in ?

[ ]
[ ]

Illegal input will fall back to default: {[x*]+}. For More, please refer to www.htek.com
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Dial-Now Timeout

Dial-Now Timeout means that when you enter the number which is matching with dial plan,
it will dial out automatically after some time when you stop entering the number.

To configure Dial-Now Timeout via Web interface:
1. Click Web interface SettingY Pref er ence

2. Fill the blank of Dial-Now Timeout: for example, 5(seconds). (0 means dial out

immediately).
3. Click the eaieEel button to save the configuration
Dizal-now Time-out (seconds) ta e

No Key Entry Timeout

No Key Entry Timeout means that when you enter the number, it will dial out automatically
after some time when you stop enter the number.

To configure No Key Entry Timeout via Web interface:
1. Click Web interface SettingY Pr ef er ence

2. Fill the blank of No Key Entry Timeout: for example, 5(seconds). 0 means never timeout,
you should press the send key the dial out the number.

3. Click the SaeSel button to save the configuration.

MO ey Entry Timeout(seconds) 0 [

Emergency Call

Public telephone networks in countries around the world have a single emergency
telephone number (emergency services number), that allows a caller to contact local
emergency services for assistance when required. The emergency telephone number
may differ from country to country. It is typically a three-digit number that can be easily
remembered and dialed quickly. Some countries have a different emergency number for
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each of the different emergency services.
You can specify the emergency telephone numbers on the IP phone for contacting the
emergency services in an emergency situation.

To configure emergency call via Web interface:
1. Click SettingA FeaturesA Phone Lock

2. Enter the emergency services number (e.g.110,119,120) in the Emergency field,

3. Click to save the configuration.

Home | Profile | Account | Network | FunctionKeys | | Directory | Management

Preference . Forward: v NOTE
2 Do Not Disturb
Forward::
BLF Settings (. HotlLine This function can transfer the
incoming call fo the destination
Date&Time . Transfer Settings number.
. Call Pickup
Tones - Target:
.. Call Park Destination number you want to
SMS . forward.
Action URL ~ AT IeEs
Keypad Lock All Keys v On Code:
Softkey Layout ) B The code that will be sent to the PEX
Phane Unlock Pin(0~13digial) (server) when the phone is switched
TROG9 on
Auto Lock Time-Cut({15~3600s) 15
=l Emergency 110,120,119 | Off Code:
The code that will be sent to the PBX
(server) when the phone is swilched
. Call Waiting off
. AlertRing
.1 Auto Redial
.. Callback
I Popups

Remote Control
|1 Call Completion

. Sip URL Call

[ Savesen | | Cancel |

Label Scroll

When setting function keys, you need to set the label of the function keys. If the words are
too long to show on the label, you can use this function to make labels scroll. Another
approach is to set the labels to long label mode.
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To configure Label Scroll via Web interface:
1. Click the Setting A Preference

2. Select Enable or Disable for Label Scroll.

3. Click SaEsel for the setting.

Lable Scroll Disable r
Dizable

Use # As Dial Key Enable [/

Show Missed Calls

Whether to show missed call notification on LCD
To configure Show Missed Calls via Web interface:

1. Click the Setting A Preference

2. Select Yes or No for Show Missed Calls.

SaveSet

3. Click for the setting.

Show Missed Calls * Yes No ?

Auto Logout Time

Set the Web login timeout
1. Click the Setting A Preference

2. Set number 1~5000 min for Auto Logout Time.

3. Click S2yeSel for the setting.

Auto Logout Time (1 ~ 5000 min) G

Reboot in Talking
This function is to allow reboot during the calls or not

1. Click the Setting A Preference
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2. Set Enable or Disable for Reboot in Talking.

SaveSet

3. Click for the setting.

Reboot in Talking Disable ¥

Detect IP Conflict

LCD can display message when IP conflict
1. Click the Setting A Preference

2. Set Enable or Disable for Detect IP Conflict.

SaveSet

3. Click for the setting.

Detect IP Conflict Enable v

Redial Mode

Call redial has two ways:(1) To redial the last placed call from the IP Phone (2) To redial
the call from all calls list

1. Click the Setting A Preference

2. Set Direct Mode or Select Mode for Redial Mode.

SaveSet

3. Click for the setting.

Redial Mode * Direct Mode
Select Mode

Keypad Lock
To enable Keypad Lock via Phone interface

1. Press Menu--Settings--Advanced Setting--Phone Setting--Lock

2. Press and key or Switch to change selected lock type: All Keys, Menu Key,
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Function Key, Lock & Answer
3. Press Save or OK key to save the configuration.
To disable Keypad Lock via Phone interface

1. Press Menu--Settings--Advanced Setting--Phone Setting--Lock

2. Press and key or Switch to change to choose Disable.

3. Press Save or OK key to save the configuration.

To enable Keypad Lock via Web interface
1.Click Web interdiese Setting Y F

2. To choose the Phone Lock.
3. To fill the Phone Unlock Pin and Auto Lock Time-Out

4. Fill the Emergency Number, when the phone is Lock, only Emergency Number can be
sent.

5. To click Sdyesel to save the configuration.
Phone Lock
Keypad Lock All Keys v
Pnone Linlock Pin(0~15digial)
Auto Lock Time-Out(15~3600s) 16
Emergency 110,120,119

To Disable Keypad Lock via Web interface
1. Click Web interface Setting Y Fe at ur e s

2. To choose Disable for the Phone Lock.

3. To click SaxeSel to save the configuration.
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Suppress DTMF Display

In order to ensure safety in Call process, you can choose whether to hide DTMF
1. Click the Setting A Preference

2. Select On or Off for Suppress DTMF Display.

SaveSet

3. Click for the setting.

Suppress DTMF Display Off 2 On

Suppress DTMF Display Delay

In order to ensure safety in Call process, you can choose whether to hide DTMF
1. Click the Setting A Preference

2. Select On or Off for Suppress DTMF Display Delay.

SaveSet

3. Click for the setting.

Suppress DTMF Display Delay Oft & On

Check-Syn With Authenticate

If this option is enabled, the server needs to be authenticated before the phone agrees to
synchronize.
1. Click the Setting A Preference

2. Set Enable or Disable for Check-Syn With Authenticate.

SaveSet

3. Click for the setting.

Check-Syn With Authenticate Disable ¥ ?
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Other features settings

Action URL
To configure action URL via Web interface:

1. Click SettingA Action URL

2. Fill the needed values in the designated blank spaces.

3. Click to save the setting.

Click Action URL for more how to use, or check on www.htek.com

Home | Profile | Account | Network | Function Keys | | Directory | Management

Preference Sefup Completed | | @
Features Log On | | @
BLF Settings Log OFf | | @
DateXTime Register Failed | | @
Tones Off Hook | | @
SMS On Hook | | @
Incoming Call | | @
Softkey Layout Outgoing Call | | @
TR069 Call Established | | 2
sIP Call Terminated | | =
Open OND | | @
Close DND | | @
Open Always Forward | | =
Close Always Forward | | @
Open Busy Forward | | @
Close Busy Forward | | @
Open No Busy Forward | | @
Close No Busy Forward | | @
Transfer Call | | @
Blind Trandfer call | | @
Attended Transfer Call | | @
Hold | | =
Unhold | | @
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Softkey Layout

This feature mainly defines which shown on the soft key in some status. For example,
what the soft key displays when dialing, or talking.

To configure Soft key via Web interface:
1. Click SettingA Softkey Layout
2. Select Enable for Custom Softkey

3. Select Call States.

4. Select the feature from the Disable Keys to Enable Keys field by

moves the Disable key to Enable field. moves the Enable key, and it will
back to Disable field.

5. Click or to change to position or each feature.

6. Click to save the configuration.

Home | Profile | Account | Network | FunctionKeys | | Directory | Management

Preference NOTE
Custom Softkey | Enable v ¥
Features
BLF Settings Call States | Dialing v %
Date&Time
Tones Disable Keys Enable Keys
S Unselected Softkeys Selected Softkeys{ordered
by position)**
oLl Empty - Send -
Call Switch IME
Directory Delete
DPickup EndCall
Line
GPickup
- -
SaveSet | | Cancel | | Reset to Default
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Note:
When there more than 5items in the Enable field, the last soft key will display More,
and last two item will show in the next page soft key, you can check by press more.

Programmable Key

For the default keys as Soft keys, Navigation keys and so on, you can define them as
some specific feature, and it works only on the idle page.

To configure Programmable Keyvia Web interface:

1. Click Function KeysA Programmable Key
2. Select the desired Key to set.

3. Click to save the setting.

| Reset To Default |

4. By clicking

, all setting of the keys will be back to default.

Home | Profile | Account | Network | | Setting | Directory | Management

=l = = ==
Softkey! | History v | | [Account1 v |

Softkey2 \Direi:loryI '| | | |Account1 '| |

Sofikey3  DND v | [Account1 v ] |

Softkey4  Menu v | | [Account1 v |

Daown Directory v| [Account 1 v |

Left \ Switch AccountUp v | | Account 1 v | |

Right \Swm:h Account Dowr ¥ | |Account1 v | |

oK | Status v| [Account 1 v |

Cancel ‘NJ'A v | |Account1 ¥ | |

MUTE \NIA v | |Account1 v | |

CONF NiA v| [Account 1 v |

TRAN \Forward v | |Account1 ¥ | | |

HOLD \NIA v | |Account1 v | |

Speaker  Speaker v| [Account 1 | | |
Headset \Headsel v | |Account1 v | | |

Vi \VM v | |Acc0unt1 v | | |
Volume Up  Volume Up v| [Account 1 | | |
Volume Down \Volume Down v | |Account1 v | | |

| SaveSet | | Restart | | Reset To Default |
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Exp Key

It only works when there is an expansion module connected with the phone.
For Exp Key configuration, please refer to: UC46 User manual.

Basic Call Features

Place a Call

There are three ways to dialing a call: Handset, Headset and Hands-free speakerphone.
To place a call by Handset

1. Pick up the handset, or press a line key and dial the necessary number.

2. Press or @ or press the Send soft key, then the call is sending.

To place a call by Head set:

1. Pressthe (light is Green),

2. Enter the desired number.

—

3. Press ) or @ or press the Send soft key, then the call is sending.

Using headset to place and answer calls for all time
1. Click Web interface Setting A Preference
2. HeadSet Priority A Enable

3. Ringer Device For HeadSet A Use Headset

4. Click S2yeSel to save the setting.

5. Press
HeadSet Priority Enable v
Ringer Device For HeadSet Use HeadSe ¥

Placing a call by hands-free speakerphone
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1. Pressthe or press the Line key, then you can hear the dial tone.

2. Press the number.

3. Press " or @ or press the Send soft key, then the call is sending.

To place a call by call history or Directory via Phone interface.

1. Press the History [/ Directory soft key

2. Press and to select the targeted one.

3. Press the Send soft key, or @ , or :;
call is sending.

, or the corresponding line key, then the

Note:

1. The key is set to be a send key. For more information, refer to the Key as

Send on page

2. During the call, you can also change among Headset, Handset or Free-speaker
mode.

Making two calls with one line and one account

1. Press aline key and dial phone number, then make a call.

2. Press Hold soft key and then press New Call soft key.

3. Dial another phone number,

4. Press the Send soft key, or @ then make the second call.

End a Call

Here shows to end a call during three modes:
To end acall by Handset

Press the End Call soft key or hang up the handset, or press @

To end acall under Headset Mode

Press the End Call soft key or press , or press @
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To end acall under hands-free speakerphone Mode

”), Or press @

Press the End Call soft key or press

Note:
During the conference, to end the call is same as mentioned above.

Redial a Call

To redial the last placed call from the IP Phone:

Press {@} directly when LCD is on the idle interface.

Receive a Call

There are three ways to receive a call when the phone is ringing:
To receive a call by handset
Pick up the handset and now the conversation is built.

To receive a call by headset

Press and now the conversation is built.

To receive a call by hands-free speaker

1. Option 1: Press directly.

2. Option 2: Press Answer soft key.
3. Option 3: Press the Line key (flashes red).

Moreover, some other action can be done by soft key when the call is coming.

1. To press the Reject soft key to reject the call. Or press @ to reject the current call.
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2. To press Forward to forward to another phone.

3. To press Silence soft key, and then the call will keep silent, no ring tone display.

Incoming Call Show Mode

There are two incoming call show modes for this phone:

1. name and number of the contacts
2. name and number of the incoming call and the account which is connecting

To set incoming call show mode via Web interface:
1. Click SettingA Preference

2. Select the desire mode for the incoming call show mode

SaveSet

3. Click to save the setting.

Incoming Call Show Mode * Peer Name & Peer Number

Peer Mame & Peer Number & Self Name

Auto Answer

Enable auto answer feature, you will answer all incoming call automatically.
To enable Auto Answer via Web interface
1. To Click Profle Y Advanced

2. To choose Yes for the Auto Answer.

3. To click Saesel to save the configuration.
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Send Anonymous * No Yes 2

Anonymeous Call Rejection * No Yes

Check SIP User ID * Don't Check
Always Check
Automatic

Aufo Answer No '® Yes

Allow Auto Answer By Call-Info No '® Yes

Turn off Speaker on remaote No  '® Yes

To Disable Auto Answer via Web interface
1. To Click ProfleY Advanced

2. To choose No for the Auto Answer.

3. To click ImSaNESEly to save the configuration.

Call Hold

W) Holding

& 533

00:01:38
=

534

‘; Record

(421314

Transfer FEIE New Call End Call

To make a call on hold during three modes:

To hold a call under handset mode:

N
1. Press Hold soft key or to hold the current call.

When using the hold feature, the Hold icon will show on the display.
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2. Press Resume soft key or to resume the call on hold.

To hold a call under headset mode:
1. Press Hold soft key or to hold the current call.

2. Press Resume soft key or to resume the call on hold.

To hold a call during the speaker mode:
1. Press Hold soft key or to hold the current call.

2. Press Resume soft key or to resume the call on hold.

Call Transfer

This phone supports Blind, Attended and Semi-Attended Transfer.
Blind Transfer

When you use this feature, you can :

1. Press - or Transfer soft key during the conversation, the call is on hold now.

2. Enter the number that transfers to.

3. Press - or Transfer soft key, and now the blind transfer completed.
Attended Transfer

When you use this feature, you can

1. Press - or Transfer soft key during the conversation, the call is on hold now.
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W) Transferto...

‘t 532 ‘5| f& 533
% carol test 531

2 LDAP C 532 & 534

. 533 Record

%, 534

il 21314

Transfer Send EEE Cancel

2. Enter the number that transfer to, and press the send soft key or or @

3. Start the second conversation, press or Transfer soft key, then transfer
completed.

NOTE:
To transfer calls across SIP domains, SIP service providers must support transfer
across SIP domains. Blind transfer will usually use the primary account SIP profile.

Semi-Attended Transfer
1. Press . or Transfer soft key during the conversation, the call is on hold now.

2. Enter the number transfer to, and press the send soft key or or @ then you
can hear the ring tone.

3. Press - or Transfer soft key, and now the Semi-attended transfer completed.
BLF Transfer

1. Seta Programmable Key or Line Key is set as BLF. For how to set BLF, please refer to
BLF

2. Press or Transfer soft key during the conversation, the call is on hold now.

100



[:J-":Ek Basic Call Features

3. Press BLF key then realize blind, attended and Semi-Attended Transfer.

Hold transfer on hook:

1. Setting A Features A Transfer Settings: Hold Transfer On Hook: ON.

2. Aplace a call to B, B answer, A press the Hold soft key and place a call to C, A cancel

the call when Cis ringing or answering, then C and B in the same call and the transfer
is successful.

Transfer Settings

Blind Transfer On Hook & On Off
Semi-Attended Transfer 2 On Off
Attended Transfer On Hook ® On Off
Transfer Mode via DSSkey Attended Transfer
Hold Transfer On Hook & On Off

Hold transfer on Three Way conference:
1. Setting A Preference A Three Way Call Release Type: Transfer.

2. Aplace a call to B, B answer, A place a call to C again, C answer, A press the
Conference soft key then A, B and C will establish meeting.

3. Apress the End Call soft key or on-hook to exit the meeting in the process of talking.

4. Then B and C will continue to talk.

Three Way Call Release Type Transfer ¥
_ Hung Up
Detect IP Conflict T

Transfer to New Call via Web interface

1. Click Settismg Y Feature

2. Select Transfer Mode viaDSSkeyY New Cal |

3. Select the desired Line Key and select Transfer in the Type.

4. Enter the phone number in the Value field.
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Transfer Settings

Blind Transfer On Hook ® On ! Off
Semi-Attended Transfer ® On - Off
Aftended Transfer On Hook ® On ) Off
Transfer Mode via DSSkey | New Call A

Attended Transfer
Hold Transfer On Hook

Blind Transfer

Home | Profile | Account | Network | | Setting | Directory | Management

Line Label Length |Default ¥ | Line Page Indicator | Disable ¥ | NOTE
BLF list MODE [Manually — v| line keyas cancel |Disable v |

Key1  Line v | Default ¥ || |Account1 v ||
[key2 [BLF v | [Defauit v |[527 | | [Account1 v|F0s ||

NOTE: If the person that wanted to be spoken to do not want to answer the call,
then the person that answered the coming call could use this function.

Call Conference

This IP Phone supports up to 5-way conference.

5-way conference
1. Assuming that call party A and B are in conversation. A wants to bring C, D and Eina
conference

2. Apress the Conference soft key, the call is placed on hold.

3. A enter the number of C and then press send soft key or E

4. C answer the call.

5. Apress or the Conference soft key, then A, B and C are now in a conference.
(and now this is 3-way conference)

6. A press the Conference soft key, the current 3-way conference is placed on hold.

7. A enter the number of D and then press send soft key or E
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8. D answer the call.

9. Apress or the Conference soft key, then A, B, C and D are now in a conference.
(and now this is 4-way conference)

10. A press the Conference soft key, the call is placed on hold.

11. A enter the number of E and then press send soft key or @

12. E answer the call.

13. A press or the Conference soft key, then A, B, C, D and E are now the 5-way
conference is built.

14. A end the call, the conference is finished.

) Conference

t. 532 T 533
: 00:00:36 ﬁ
FOLEY

Record

il 2]3]4]

Split End Call

Note:

1. If C does not answer the call, Acan back to continue the conversation with B;

2. Once Ahangs up the call, the conference is ended, while if B or C drops the call,
A&C or A&B conversation continues.

3. The conference feature is not available on all servers. For more information,
contact your system administrator.

4. To realize the 5-way conference, the line should be all available.

Call Forward

This phone supports static forward (Always Forward, Busy Forward and No Answer
Forward) and dynamic forward

To configure static forward
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To configure always forward
With this feature, all incoming calls will forward immediately to configured number.

1. Press Menu Y Featwmned YACwhys Forwar d.

2. Press and to select the enable choice

3. Enter the Forward To number.

4. Press @ or Save soft key to save the configuration.
Always Forward

1.Always: @ Enable

2.Forward to:

Cancel Switch

To configure busy forward
With this feature, the incoming calls are immediately forwarded if the phone is busy.

1. Press MenuesYFYe &Qaulwlar d RoBvard.y

2. Press and to select the enable choice.

3. Enter the Forward To number.

4. Press @ or Save soft key to save the configuration.

104



Basic Call Features

Busy Forward

1.Busy: @ Enable

2.Forward to:

Cancel Switch Save

To configure no answer forward
No Answer Forward: Incoming calls are forwarded if not answered after some time.

1. Press Menu YFe &dwuwarsdAnSwdardrdard.

2. Press and to select the enable choice

3. Enter the Forward To number and After Ring Times.

4. Press @ or Save soft key to save the configuration.
No Answer Forward

1.No Answer: ©® Enable
2.After Ring Times: 60

3.Forward to:

Switch

When the Forward feature is enabled, the lcon ™ will display on Top of the LCD.

105



-ItEk Basic Call Features

17-03-2018 02:31:56 & ™ 532
‘n 532 o‘ & 533

& 534

Record

Forward to 123

AN EEIN

History Directory DND

To configure Forward via Web Interface

1. Setting Y Faewtdures Y

2. Click On for the Always/Busy/No Answer Forward
3. Fill the Target Number

4. Fill the After Ring Time

5. Click M to save the configuration

Forward: 2
Always an ® Off
Target 2
Busy an ® Off
Target 2
No Answer on ® Off
After Ring Time{seconds) &0 7
Target 2

To cancel the forward feature via Phone Interface

1. Option 1: To press the - key to disable the forward feature.
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2. Option 2: Press Me nRorwardFYeAways/BusyiNo Xnswea | |
Forward.

a) Press and to select the disable choice.

b) Press @ or Save soft key to save the configuration.

To cancel the forward feature via Web Interface
1. Setting Y Faevwdures Y

2. Click Off for the Always/Busy/No Answer Forward

Saveset

3. Click to save the configuration

To configure dynamic forward
Forward an incoming call during the ringing.
1. When the phone isringing, press Forward soft key.

2. Enter the forward number or select the desired number from Directory soft key
(Precondition: local directory has one or more contacts).

3. Press _% _ or press the Send soft key, then the call is forwarded.

& 533

& 534

Record

il 2]3]4]

Forward Silence Reject

Note:

If the Programmable Key or line key is set as BLF, when an incoming call ringing,
press this BLF key directly to realize the dynamic forward.

You can choose a desired forward number from the Directory when you press the
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Forward key.

Call Return

This feature allows you to dial the last phone call you received.

To configure the Call Return via Phone interface

1. Press Menu YFeatur esLindkeysn catsi dru nkcetyLsodh Keys Y
Key2(for example)

2. Press and key to select the Call Return in the Type field.

3. Press @ or Save soft key to save the configuration

To configure the Call Return via Web interface
1. Click FunctionKeysYLi ne Key.
2. Select the desired Line Key and select Call Return in the Type.

Home | Profile | Account | Network | | Setting | Directory | Management

Line Label Length Default ¥ | Line Page Indicator Disable v NOTE

BLF list MODE Manually v line key as cancel Disable v

Key1 Line ¥ | Default v I Auto v

I Key2 | Call Return ¥ | |Default ¥ | Account1 ¥ | I
. SaveSet . .
3. Click to save the configuration.

17-03-2018 02:34:08 ™ 532

rm——
7 532 m 3 533

<> CallRe.. & 534

Record

History Directory

Call Back

When this option is set, if the phone you call is busy and does not set call waiting or voice
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mail, your LCD screen will prompt for call-back, as shown in figure

17-03-2018 02:34:49

A callback

Busy Here

5s

Cancel Callback

If you press the Callback, the phone will dial the Callback phone number.
To configure the Call Back via Web interface
1. Click Setting YFeatures YCallback

2. Fill the Callback phone number.

3. Click M= VES SN to save the configuration.
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Home | Profile | Account | Network | Function Keys |

| Directory | Management

Preference . Forward:

. Do Not Disturb

BLF Settings 1 HotLine
Date&Time i Transfer Settings
Tones [ Call Pickup
SMS - Call Park
Action URL '/ Phone Lock
Softkey Layout 12 Call waiting
TRO69 i AlertRing
SIP |/ Auto Redial
. Callback
Callback Code 532
-+ Popups _

- Remote Control

- Call Completion

. Sip URL Call
Call Waiting Tone
1. Click Setting Y Features

2. Select Call Waiting: On and Call Waiting Tone: On

. Call Waiting
Call Waiting & On W
Call Waiting Tone ® On L

To Change the Call Waiting Tone time via Web interface

1. Click Setti Y Tones

ng

o

NOTE

Forward::

This function can transfer the
incoming call to the destination
number.

Target:

Destination number you want to
forward.

On Code:

The code that will be sent to the PBX
(server) when the phone is swilched
on

Off Code:

The code that will be sent to the PBX
(server) when the phone is swilched
off

5

5
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Home | Profile | Account | Network | Function Keys | | Directory | Management

Preference Select Country | Custom v NOTE
B Dial Tone [F1=350@-13.72=440@-13,c=0/0; |
} Select Country:
——— Ringback Tane [=440@-19,2=4680@-19,c=2000/4000; | ST T B
standard call tones. Or select

R Busy Tone |f1 =480@-24 f2=620@-24.c=500/500; | Custom o customize the call tones.
Reorder Tone [=480@-24.2=620@-24.c=250/250; |
Confirmation Tane [1=350@-11,72=440@-11,c=100/100-100/100-100/100; |

e Call Waiting Tone [1=440@-13,c=300/10000-300/10000-0/0 | |

Action URL

Syntax: f1=freq@vol, f2=freq@uvol, c=on1/off1-on2/off2-on3ioff3; [...]
Softkey Layout Note: freq: 0 - 4000Hz; vol: -30 - 0dBm

TRO69

2. Change the Tone Time as you want (for example 3s)

Call Waiting Tone f1=440@-13{c=300/10000-300/10000-0/0: |

Hide Caller ID

Just enable the unknown/hidden caller feature, by enabling Anonymous call feature
thereby the receiver wondt be able to know who i :

To configure anonymous call

1. Press Menu YFeatur es A¥cAumtdly mous Cal |l Y

2. Press and to select the enable choice in Anonymous Call filed.

3. Enter the Call On Code (optional), Call Off Code (optional).

4. Press @ or Save soft key to save the configuration.
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Anonymous Call
1.Account ID 1: 532
2.Anonymous Call: @ Enable
3.Call On Code:
4.Call Off Code:

5.Rejection: @ Disable

Cancel Switch Save

To cancel anonymous call feature
1. Press Menu YFeatures YAnonymous Call

2. Press and key to select the disable choice in Anonymous Call filed.

3. Press @ or Save soft key to save the configuration.

Reject Anonymous

If you do not want to be disturb by anonymous calls, you can set the reject anonymous call
features, so you will not hear the unknown calls

To configure rejecting anonymous call

1. Press Menu YFeatur es A¥cAumtdly mous Cal |l Y

2. Press and key to select the enable choice in Rejection filed.

3. Press @ or Save soft key to save the configuration
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Anonymous Call

1.Account ID 1: 532
2.Anonymous Call: @ Disable
3.Call On Code:

4.Call Off Code:

5.Rejection: @ Enable <)

Cancel Switch Save

To cancel rejecting anonymous call

1. Press Menu YFeatur es A¥cAumtdly mous Cal |l Y

2. Press and key to select the disable choice in Rejection filed.

3. Press @ or Save soft key to save the configuration.

Call Mute

When you use the Mute feature, the other parties will not hear your voice while you can
hear their voice. Call mute applies to all modes (handset, headset, and speakerphone).

W) Talking
00:00:35/
& 534

Record

1 2]3]4

Transfer Hold Conference|| End Call

To mute the call during acall (including a conference call)
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) "/‘
1. Press the Mute key (5s4J, then the Mute key glows green, and the LCD display J-)

2. To disable the mute function, press |

DND

When you use the DND feature, the phone is to reject all incoming calls automatically and

you can see the mute icon Q shown on the Top of the LCD on idle page.

17-03-2018 02:38:06 =— B 532

=532 m & 533
@

g - & 534

“

Record

DND Mod»(.e‘!u

---------

History Directory DND
To enable DND feature via Phone interface
Press the DND soft key when the phone is idle, and then ° shown on the LCD.

To disable DND feature via Phone interface:

Press the DND soft key again, and then there is no e on the LCD.

Hot Line

To configure Hot Line via Phone interface
1. Press Menu YFeatures Y Hot Line

2. Enter the Number and Delay time (as present, we support off hook auto dial).
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3. Press @ or Save soft key to save the configuration
Hot Line

1.Number:

2.HotLine Delay:

Cancel Delete Save

To configure Hotline auto dial via Web Interface
1. Setting Y Halaneur es Y

2. Fill the number in the Hotline Number and Hotline Time-out.

3. Click SeSel to save the configuration.

HotLine
Hotline Number

Hotline Time-out{seconds)(0~130s) 0

Delete the hotline number and save the configuration, then now the Hotline auto dial is
cancelled.

Auto Redial

When this option is set, if the phone you call is busy and does not set call waiting or voice
mail, your LCD screen will prompt for Auto Redial, as shown in figure.
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Auto Redial ?

Cancel

If you press OK, your LCD will prompt Auto Redial Interval and Auto Redial Times
To configure Auto Redial via Web Interface

1. ClickSetingYFeatures Y Auto Redi al

2. Select On or Off for Auto Redial.

3. Fill the number 1~300 seconds for the Auto Redial Interval.

4. Fill the number 1~300 times for the Auto Redial Times.

5. Click mSaecly to save the configuration.

Auto Redial
Auto Redial & On O
Auto Redial Interval {(1~300s) 3
Auto Redial Times (1~300) 3

Function Key Features and Settings

The function key supports the Line Label Length, Line Page Indicator, BLF list MODE,
line key as cancel:
Line Label Length:i f t hi s option is set Long Il abel, then
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is used if the string is too long.
Line Page Indicator: Enable this option When the phone has been configured for four

pages and current page is first page, the forth
changed, then the forth pageés button will flash
Line

It works same as Line keys.

Line support three Mode (Default, lock and float)

Default mode: 1 f t here i s an incoming call, the phone \

account page if the line key page is set as line type and current page is page four.

Lock mode: If there is an incoming call the line key set account will reflect on the same
position on every page when the first page set as the line type.

Float mode: If there is an incoming call, the phone will navigate to the set line key
account page if the line key page is set as line type and current page is page four.

To configure Line Feature via Web Interface
1. Click Function Keys Y Line Key.
2. Select the wanted Key and set as Line.

3. Select the Account.

4. Click the button to save the configuration.

Home | Profile | Account | Network |

Line Label Length Default ¥ | Line Page Indicator Disable v NOTE

BLF list MODE Manually line key as cancel Disable v

|Key1 Line ¥ | Default v I I Account1 ¥ I
Key2 | NiA v Default'| | Account1 ¥ |

Speed Dial

With this feature, you can dial one number by pressing the configured speed dial key.

To configure Speed Dial feature via Phone interface
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1. Press Menu YFeat ur eYsLindlkeysn catsi oFru nkcetylsren Keys Y
Key2(for example)

2. Press and key to select the Speed Dial in the Type field.

3. Enter the targeted Number.

4. Press @ or Save soft key to save the configuration
Then the selected Line Key will work as Speed Dial.

To configure Speed Dial feature via Web Interface

1. Click Function Keys Y Line Key.

2. Select the wanted Line Key and set as Speed Dial.
3. Enter the desired phone number in the Value field.

4. Select the Account ID

SaveSet

5. Click the button to save the configuration.

BLF

You can use the BLF (Busy Lamp Field) feature to monitor a specific extension number
whether the extension is busy or free.

1. When the extension you are monitoring is idle, the light is steady green.

2. When the monitored extension is ringing, the light is blinking red, press the BLF key to
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