




















Method 2: Register on ZKBioAccess IVS software

Please set the IP address and cloud service server address in the Comm. Menu option
onthedevice.

1. Click [Access] > [Access Device] > [Device] > [Search Device] to search the device
onthe software.When an appropriate server address and port is set on the device,
the searched devices are displayed automatically.
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2. Click[Add]inoperation column, a new window will pop-up. Select Icon type, Area,
and Add to Level from each dropdowns and click [OK] to add the device.

3. Click[Personnel] > [Person] > [New] andfillin all the required fields to register
anew usersin the software.

4. Click[Access] > [Device] > [Device Control] > [Synchronize All Data to Devices]
tosynchronize all the datato the device including the new users.

Formore details, please refer to the ZKBioAccess IVS User Manual.



Method 3: Register on the phone

Once the ZKBioAccess VS software is installed, the users could enroll their face via a
browserapplication ontheir own mobile phone.

1. Click [Personnel] > [Parameters], input "http://Server address: Port" in the QR Code
UGL bar. The software will automatically generate a QR code. Scan the QR code or
login onto "http://Server address: Port/app/vi1/adreg" by the mobile phone to
register users.

Q. Personnel Registration (o]
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Personnel ID
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Mike
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2. The users will be displayed in [Personnel] > [Temporary Personnel], click on
[Review] option and assign a department and click [OK] to successfully add the
user.
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Ethernet and Cloud Server Settings

Clickon = > [COMM.] > [Ethernet] to set the network parameters. If the TCP/IP
communication of the device is successful, the icon _Er will be displayed in the
upper right corner of the standby interface.

Clickon = >[COMM.] > [Cloud Server Setting] to set the server address and
server port, that is, the IP address and port number of the server after the software is
installed. If the device communicates with the server successfully, the icon Evvill be
displayed in the upper right corner of the standby interface.

po} pol Ethernet o Cloud Server Setting
IP Address 192.168.163.200 Server mode ADMS
User Mgt. User Role Mb System Subnet Mask 255.255.255.0 Enable Domain Name W
Gateway 192.168.163.1 Server Address 0000
Personaize - Data Vgt Access Control Attendance DNS 0000 Server port 8081
TCP COMM. Port 4970 Enable Proxy Server ¥
Auolest  System Info DHCP C HTTPS O
Display in Status Bar o

Access Control Settings

Clickon = > [Access Control] to enter the access control management interface
and set relevant parameters of access control.
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